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Micro 100 
Micro-Quik™

Radial and axial repeatability. Tip-to-tip consistency. Part-to-part accuracy.

whistle notch for  
accurate locating 

design enabled for  
coolant delivery locating pin ensures 

axial repeatability

holders stocked in  
regular and long length styles

set screw for  
enhanced security

 ▪ Undercutting Tools 

 ▪ Threading Tools 

 ▪ Spotting Drills

 ▪ Combined Drill & Countersinks 

 ▪ Spade Drills

 ▪ Chamfer Tools

 ▪ Boring Tools 

 ▪ Axial Profiling Tools

 ▪ Radial Profiling Tools

 ▪ Top Rake Chipbreakers

 ▪ Grooving Tools

 ▪ Face Grooving Tools

 ▪ Standard Length Tool Holders

 ▪ Long Length Tool Holders

 ▪ Double-Ended Tool Holders

 ▪ Holders for Star Swiss Machines

 ▪ Imperial and Metric Tool Shanks

 ▪ Plumbed and Ported Coolant Access Options

 ▪ Tool Holders for Grinding Custom Profiles

Vast Holder Offering Expansive Tool Offering

Achieve .0002” tool-to-tool 
repeatability in fewer than 30 
seconds with Micro 100’s quick 
change tooling system

Micro 100’s Micro-Quik™ features 
a whistle notch configuration, 
proven to enhance axial accuracy 
over the standard set screw design 
used by other quick change system 
manufacturers. The whistle notch 
ensures that the tool is always held 
in location, anchored accurately in 
place, and pushed completely against 
the locating mechanism.

A Unique Design


